DUBAI WALL
CLADDING

OUTDOOR COLLECTION

B SOLID WOOD POLYMER COMPOSITE

Classic Solid

Composite Deck Board AED 330 / sqm

One board. Two reversible finishes.

02 GROOVED FINISH

L

Embossed texture Linear channels

= Timber-inspired detail = Straight surface grooves

m Solid core construction m Solid core construction

Specifications

BOARD SIZE BOARD WEIGHT
3600 x 145 x 24 mm (L/w/7) 15.95 kg 4.43kg/m
COMPOSITION WATER ABSORPTION

. |
® 60% FSC® wood powder 30% HDPE 10% additives

0.65% astM D570

MATERIAL FIXING SYSTEM APPLICATIONS

Uncapped wood polymer Hidden FastClip system Residential and commercial

composite

FIRE RATING SLIP RESISTANCE WARRANTY

Cfl — s1 (EN 13501-1) 0.38 — 0.89 (BS 7976-2) 25 yr residential, 10 yr
commercial

v Low maintenance. No painting or staining needed.

P|an your OdeOOF Space WhatsApp for a Quote -
Confirm stock, delivery, installation and VAT.

+971 56 452 4245 info@dubaiwallcladding.com dubaiwallcladding.com


https://wa.me/971564524245

